
KRIPSOL KORAL SERIES
GRP Self-Priming Swimming Pool Pumps

These self priming centrifugal swimming
pool pumps feature glass reinforced
precision moulded body and strainer,
with Noryl impeller and stainless steel
inserts and fixings. The pre-filter section
has a  drain plug, transparent poly-
carbonate screw-down lid with O-ring
seal and injection moulded filter basket.
Drip proof IP55 protection, Class F
motor with top mounted capacitor/
junction box. 

TECHNICAL DATA
MODEL

230/1/50
kW      HP
P1 P2

WEIGHT
Kg

DIMENSIONS mm
A   B     C     D   E  F & G  

0.58
0.75
1.00
1.60
1.92 

KS 50 MB
KS 75 MB
KS 100 MB
KS 150 MB
KS 200 MB 

RPM
CAP.
µF 

2750
2750
2750
2750
2750 

0.50
0.75
1.00
1.50
2.00 

550
550
550
580
580 

262
262
262
262
262

271
271
271
271
271 

210
210
210
210
210

206
206
206
206
206

2”BSPF/2¾”BSPM
2”BSPF/2¾”BSPM
2”BSPF/2¾”BSPM
2”BSPF/2¾”BSPM
2”BSPF/2¾”BSPM

12.5
13.5
14.0
16.5
17.5 

MOTOR
MEC.  

71
71
71
80
80

Amps
Nom. 

3.2
3.8
5.0
7.5
9.0 

14
16
20
25
30 

© Descriptions, technical data and features contained in this leaflet are not binding. We reserve the right to make any necessary modifications without prior notice.

400/3/50 versions of the Koral Series are available on
special order.

For lower Flow/Head models see
separate data sheet covering the
Kripsol Ondina Series pumps.
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Note:   Do not operate pumps
below the minimum Head shown

10mm
dia.
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